
EN 196-3, 480-2; ASTM C187, C191; AASHTO T129, T131

The Vicat Test Set is used for the determination of the setting time 
and consistency of cement by Vicat Method.

UTAS-0121 Transfer Dish which is used as a Water Wessel EN, for 
layering the vicat mould under water.

BPS INSTRUMENTBPS INSTRUMENT
TENSILE TESTING MACHINETENSILE TESTING MACHINE

Product CodeProduct Code
UTCM-0050/E  Vicat Test Set EN
UTCM-0050/A  Vicat  Test Set ASTM
UTCM-0051     Vicat Apparatus (Frame)
UTCM-0052/E  Vicat Mould EN Base ID 80mm,
                     Top ID 70mm, Height 40mm
UTCM-0052/A   Vicat Mould ASTM Base ID 70mm,
UTCM-0053/E   Initial Vicat Needle EN 1.13mm dia.
UTCM-0053/A   Vicat Needle ASTM 1 mm dia.
UTCM-0054      Final Vicat Needle EN 1.13 mm dia.
UTCM-0055      Consistency Plunger 10mm dia.
UTCM-0056      Supporting Glass Plate
UTAS-0121       Transfer Dish for UTAS-0120 and UTCM-0050
UTGT-1305       Glass Thermometer Max. 110℃
UTCM-0057       Additiniol Weight, 700gr, EN 480-2

StandardsStandards


